N100 SPECTRUM
DEPTH FILTRATION

TruDepth cartridges from SPECTRUM are available in 3 different
grades to match the wide variety of liquid applications where a broad
range of particles are to be removed.

Each grade is manufactured from only FDA compliant polypropylene with no binders,
resins or glues ensuring no leeching into the liquid stream. All cartridges in the TruDepth
range use melt-blown technology to form their 3D micropore matrices with different fine
fibres used to create a strong structure with coarser filtration on the surface and finer
filtration on the inner. This gradual reduction in size allows the cartridges to be used where
a wide band of pollutant sizes exist. Contaminants such as particles, dirt, debris and rust
are removed by the TruDepth range to provide efficient filtration and excellent service life.

The variants in construction are reflected in each of the range’s performance. The finer
fibres and deep grooves used in the Premier range for instance offer benefits in
maximising the filtration surface area which increases the flow rate and lowers the
pressure drop across the cartridge as well as maximising the dirt-holding capability and
extending the service life. The Premier range also benefits from offering end-cap and seal
options.

Choosing the cartridge grade that is fit for the purpose is dependent upon the individual
application requirements of temperature, pressure, band of particle size to be removed,
requirements of housing to accept specific end-caps, approvals, sizes, lengths and
micron ratings.

END-CAPS FOR PSP

ECONOMIC - ESP

Strong self-supporting matrix for economic
removal of a broad range of particulate from
liquids.

STANDARD - SSP

Higher dirt-holding capability with a wide range
of micron ratings and diameters available. FDA
compliant and WRAS approved.

PREMIER - PSP

Highest temperature and dirt-holding capability
with strong  core-supported structure and
end-cap options. FDA compliant, WRAS
approved and suitable for the widest range of
applications.
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Seal options for PSP
Silicone =S EPDM = E Viton =V

For further guidance on any application, please

contact us and our Technical team will be able
to assist.
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PRESSURE DROP

TECHNICAL SPECIFICATIONS

Broad range of particle size
removed

Individually plastic wrapped

Product and box labelled

Material
POLYPROPYLENE
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STANDARD - SSP

Best value general use option

Strong self-supporting matrix

Mini-grooved for higher dirt
holding
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PREMIER - PSP

Deep-grooved for highest
dirt holding

End-cap options

Cored for added strength
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SPECIFICATIONS
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LENGTH TOTAL FILTER LENGTH INCLUDING END-CAP CONFIGURATIONS (MM)  Outer Diameter (mm) Inner Diameter (mm)

) Standard Large Standard Large
) DOE FH EH ES MH MS Diameter ~ Diameter ~ Diameter  Diameter

9% 248 - - - - - - 115

10 = 326 321 282 321 282 63 = 28 =

30 762 834 829 790 829 791 63 = 28
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